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BASEMENT 
MECHANICAL
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BASEMENT BATH

BASEMENT BEDROOMLIFEBREATH 267 MAX HRV

NEW 3 TON INDOOR UNIT TO 
REPLACE EXISTING FURNACE

TOSOT, TU36-24WAWU APEX 3 TON H/P

 NEW ASHP WATER HEATER

 USE ABANDONED 8”X8” CHIMNEY FOR  
HRV STALE AIR EXHAUST DUCTIN TO 
SECOND FLOOR KNEE WALL SPACE

BUTTERWICK TO PROVIDE AND MAKE GOOD 
ALL ENVELOPE PENETRATIONS AND 
PATHWAYS FOR REQ’D DUCTING AND LINESETS

TOSOT, TU36-24A/A-D(U) 3 TON A/H
8KW ELECTRIC HEATER
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HRV DUCTING

2

USE ATTIC KNEE WALL SPACE TO 
 TO RUN 6” DUCT TO ABOVE OFFICE

OPEN SLOT IN OFFICE 
CEILING TO RUN EXHAUST FROM

MAIN FLOOR BATH CEILING

OPEN OFFICE WALL TO RUN 
EXHAUST FROM BASEMENT BATH

OPEN BEDROOM CEILING

EXHAUST FROM 
2ND FLOOR BATH

EXHAUST FROM KITCHEN CEILING

EXHAUST STALE AIR TO HRV
BASEMENT BATH

MAIN FLOOR BATH

EXISTING CHIMNEY TO BE REMOVED

 APPROXIMATE DUCT LENGTHS
- INSULATED TRUNK IN ATTIC CRAWL SPACE-  30’
- 4” FOR BATHROOM EXHAUST LINES- 28’
- RISER IN OLD CHIMNEY CHASE - 11’


